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1.​ Introduction  
 
This Compliance Code relates to the Art and Design department of all High Schools associated with West 
Norfolk Academies Trust.  
 
As with any practical activity, there is an element of risk in art and design activities. However, this can be kept 
to an acceptable minimum if those involved are aware of the potential hazards and take appropriate steps to 
avoid incidents 
 
2.​  Responsibilities 
 
Headteachers, where appropriate through Heads of Department (HoD), teachers, technicians and other 
support staff, have a responsibility to ensure that the requirements stated within this compliance code are 
met within their school. 
 
The Headteacher is responsible for monitoring the implementation of the Compliance Code and for ensuring 
that a copy is made available to the HoD electronically. 
 
The HoD is responsible for ensuring this Compliance Code and any updates are brought to the attention of 
all staff in the department and for ensuring that it is complied with. It is good practice for staff to sign as 
having read and understood the contents of the compliance code.   
  
The HoD should actively monitor safe practice within their department and ensure that control measures 
identified within department Risk Assessment are implemented and reviewed as required for their area of 
responsibility. Any unforeseen hazard is to be included in the department Risk Assessment as and when 
identified along with suitable control measures.  
 
It is particularly important that teachers are aware of their responsibilities regarding health and safety and 
ensure that students act safely, within acceptable bounds, at all times. 
 
​ 2.1​ Delegated Responsibilities 
 

Inspection, servicing and maintenance of department equipment and machinery is delegated to the 
site manager who is responsible for ensuring that issues identified from servicing, inspection and 
testing reports are communicated to the head of department in a timely manner.  

 
Where safety issues are identified suitable control measures should be implemented until such time 
that equipment can be repaired/ replaced. Where mitigation is required for a prolonged period the 
HoD should ensure that the hazard and associated control measures should be added to the 
department Risk assessment and suitably communicated to relevant staff.   

 
 
3.​ CLEAPSS 
 
CLEAPSS is an advisory service providing support for a consortium of local authorities, Academy Trusts and 
their schools. West Norfolk Academies Trust provides access to this service for all schools.  
 
Model risk assessments and other documentation provided by CLEAPSS underpin this Compliance Code 
and references to relevant areas of CLEAPSS guidance are provided where appropriate.  
 
It is also recommended that reference be made to ‘A Guide to Safe Practice in Art and Design’ published by 
NSEAD (The National Society for Education in Art and Design) on their website which complements the 
Model Risk Assessments published by CLEAPSS.  
 
4.​ Management Issues 
 
This section considers the management requirements for an Art and Design Department. The information 
should be used to develop local procedures and to assist in identifying where tasks/responsibilities can be 
delegated to individual staff members. It will be necessary to consult relevant sections of this Compliance 
Code and CLEAPSS guidance to ensure all aspects are covered. 
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​ ​ 4.1​ Class Sizes 
 

Whilst it is appreciated that infrastructure can restrict provision, where possible, there must be 
sufficient room for students to work safely, including safe and easy access to materials and 
equipment. It is important to establish a purposeful working environment in which there is a sense of 
order, concern for others and unhurried movement when performing technical tasks. Whilst there is 
no statutory limitation on class size there is an obvious relationship between available space, the 
degree of potential hazard and the size of the teaching group in certain activities and this must be 
considered when planning or conducting practical tasks. 

 
The size of practical groups and teacher/ student ratios should take account of potential hazards and 
any appropriate safety regulations. Teaching staff must take account of the age, ability, aptitude and 
any special educational needs of students in relation to the facilities, equipment and activities. If, in a 
teacher’s professional judgement, a class is too large to attempt a particular piece of practical work 
safely, then other strategies must be considered. 

 
​ ​ 4.2​ Supervision of students  
 

Where technical or potentially hazardous equipment (For example, sharps) or machinery located 
within an Art and Design Department is likely to be used by students, the teacher must consider the 
age, ability, aptitude and any additional needs of the students. For most equipment and machinery 
CLEAPSS provides model risk assessments that should be referred to and adapted where 
appropriate. Where a model risk assessment is not provided then the hazard should be included in 
the department Risk Assessment and control measures recorded and shared with all relevant staff. 
 
Students should never be asked to attempt potentially hazardous tasks that are beyond their 
capabilities and care should be taken to ensure that students do not use equipment or machinery if 
they have not been authorised to do so. Classrooms and other associated areas relevant to the 
department must be secured when staff are not able to supervise or monitor students or there is a 
likelihood that the use of equipment or machinery may be abused. Some schools may have rooms 
dedicated to specialised activities such as ceramics and these require specific safety measures as 
laid out in the specialised CLEAPSS guides. In all cases however, adequate space and supervision 
are a prerequisite for safe practice.  
 
Staff monitoring or supervising students when using technical equipment or machinery must be 
experience and trained in the use of the equipment/ machinery themselves.  

 
​ ​ 4.3​ Curriculum Risk Assessment 
 

For practical work the HoD for Art and Design must check CLEAPSS model risk assessments and 
record the significant findings of these assessments on documents that are in daily use such as 
lesson plans, worksheets and schemes of work, including published schemes. Any further 
modifications needed to meet local circumstances should be made once the initial cross referencing 
with CLEAPSS risk assessments has been undertaken. Additional requirements should be recorded 
in the department risk Assessment with control measures recorded.   
 
It is preferable that this process is coordinated from a single source accessible to all staff such as a 
department shared google drive.  

 
​ 4.4 ​ Health and Safety Training 
 

Due to the additional responsibility attributed to a management position, it is highly recommended 
that HoDs complete a suitable H&S Management course to gain an awareness of legislation 
requirements in the broader environment. 
 
In addition to mandatory training requirements such as fire awareness or DSE training as per the 
WNAT H&S Policy arrangement, staff must also be suitably trained in the use of technical equipment 
and machinery associated with the department. Training should also include any local procedural 
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arrangements as per the department Risk Assessment. A record of training must be held and HoDs 
should ensure that suitable induction procedures are in place for new staff.  
 
For guidance see WNAT Induction Policy.    

 
 
5.0 ​ Inspection of workplace area and work equipment 
 
Initial inspection consists of periodic checks of the workplace environment with the aim to ensure that control 
measures identified in either the school general Risk Assessment or department Risk Assessment are in 
place, remain relevant and are effective. This type of inspection is classified as a level 1 requirement and 
should be completed by a department member of staff who has knowledge of the department processes and 
identified control measures. 
 
In additional to periodic checks a more formal inspection should be completed at least annually. The level 2 
inspection should include a review of the workplace, identified control measures, training provision, 
completion and record keeping. Record keeping should include training records and records following the 
testing, servicing or maintenance of technical equipment and machinery. 
 
Further to the above the law requires that work equipment is maintained in a safe condition as per the 
Provision and Use of Workplace Equipment Regulations (PUWER) 1998. To achieve this, equipment must 
be maintained, inspected and, where necessary, tested as per the relevant British standard. The requirement 
to meet regulation requirements is the responsibility of the Site Manager who monitors the need as part of 
their compliance schedule and this is a level 3 requirement. 
 

5.1​ Types of Inspection, Maintenance and Testing of Work Equipment 
 
 
​ ​ 5.1.1​ Level 1  

 
A visual check by staff of equipment and workplace prior to its use on a daily (or as used) 
basis. This is simply a visual reassurance that the item or area is safe to use.  
 
All faults are to be reported to the site manager in a timely manner using the relevant 
helpdesk. Any equipment found to be faulty is not to be used until remedial work is 
completed  

 
​ ​ 5.1.2​ Level 2   
 

A more formal visual inspection/ audit which should be carried out at least annually. It 
requires checking the workplace and equipment in additional to other aspects. 
 
Level 2 inspections will be conducted by the WNAT Deputy Chief Operations Officer (DCOO) 
and will consider items included in Annex A to this compliance Code.  

 
​ ​ 5.1.3​ Level 3  
 

Formal maintenance/inspection checks carried out by competent persons such as specialist 
contractors.  
 
This requirement is monitored and scheduled by the School Site Manager as part of their 
role responsibility for compliance management. Service, Inspection and testing reports are 
to be reviewed upon receipt and recorded centrally within the school Estates Management 
System (EMS). All issues are to be communicated to the HoD and additional control 
measures are to be considered where there is an increased risk to H&S or the operational 
effectiveness of the department.  

 
Contractors that maintain, service and formally inspect work equipment, such as kilns etc, 
may sometimes recommend upgrades or improvements to the system, citing 
non-compliance with legal requirements. Schools are inherently a low-risk environment and 
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all recommendations should be considered and, if required, further clarification should be 
obtained relating to the specifics of non-compliance. Where there is a clear lack of 
compliance, increased risk to H&S or the operational effectiveness of the department then 
the recommendations must be implemented.  

 
6.0 Portable Electric Equipment  
 
Portable electrical equipment is identified as any equipment or appliance that can be plugged into or 
removed from a mains socket. It does not include any equipment or appliance hard wired into the building 
electrical system. There is no legal requirement to inspect portable electric equipment, however, the 
Electricity at Work regulations state that all electrical equipment should be maintained in a safe condition. 
Therefore, it is good practice to conduct checks as follows  
 
Visual inspection - A visual inspection of portable electric equipment should be carried out each time they are 
used and should form part of the lesson to instil good practice.  
 
Particular attention should be paid to the condition of the plug, lead, casing and switches. Faulty or damaged 
equipment should be taken out of use and marked accordingly until the fault has been rectified. Under no 
circumstances should a portable appliance be used other than for its intended purpose. 
 
Periodic testing - Portable equipment should be tested periodically (Portable Appliance Test). Note this does 
not need to be an annual requirement and is based on an assessment of the use of the equipment.  
 
For example, items that remain in situ and do not regularly move would potentially require testing every three 
to five years (E.g. IT) whereas items that are regularly moved around (E.g. Soldering irons) could be deemed 
as requiring PAT every 6 months. The periodicity of testing is at the discretion of the Head of Department 
through discussion with the Site Manager 
 
7.0 Chemicals and Materials 
 
Substance used with the Art and Design department should be reviewed regularly to ensure that the risk 
associated with their use is managed to a suitable level. CLEAPSS model risk assessments can provide 
general control measures and information but it is the departments responsibility to ensure that where a 
substance displays any of the nine hazard symbols that they are suitably managed and controlled. 
 
Where a model risk assessment is not available a COSHH risk assessment must be completed, see WNAT 
use of hazardous substances compliance code for further guidance, and the information provided in the 
Material Safety Data Sheet (MSDS) should be considered. The MSDS will be provided by the supplier of the 
product.  
 
All corrosive or toxic chemicals, including many cleaning fluids, adhesives, dyes and inks, in addition to 
flammable products, must be stored in appropriate containers and kept in secure stores with a contents list 
readily available. Hazard information should be clearly displayed on the outside of the storage cupboard/ 
cabinet and the Site Manager should be made aware of the storage location to ensure the site fire plan is 
updated accordingly.  
 
Quantities in use should be restricted to the minimum necessary.  
 
Staff must be aware of the first aid requirements associated with all hazardous substances in their 
department.  
 
Hazardous substances should only be disposed of as per the information provided on the MSDS.  
 
Where decanting of substance into other containers is carried out the container must be labelled stating the 
substance contained. Substance should never be mixed unless specifically required as part of a process 
requirement.  
 
There are a variety of materials used in art and design activities. The CLEAPSS model risk Assessments 
give detailed advice, whether working in metals, wood, plastics, glass, building and insulation blocks, 
ceramic materials, paints, solvents, dyes, scrap materials, adhesives, plaster of Paris or experimental and 
novel activities and materials. 
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Where possible the replacement of high-risk substances for low-risk substances should always be 
considered.  
 
8.0 ​ Personal Protective Equipment (PPE) 
 
PPE should be provided and used where the need has been indicated as a control measure following a risk 
assessment process. It is important that any PPE used meets the current British Standard  
 
For example, Eye protection must meet the requirements of BS EN 166  
 
Reference should be made to the model risk assessments provided by CLEAPSS to determine which class 
and type of equipment is suitable for specific activities.  
 
Teaching staff should ensure that adequate and suitable footwear is worn at all times to provide protection 
and promote good practice by setting examples. 
 
Personal protective equipment must be: - 
 

●​ suitable for the intended use 
●​ maintained in good condition 
●​ correctly stored. 

 
Defects must be reported and defective equipment repaired or replaced promptly. 
 
9.0​​ Fire Precautions and Emergency Procedures 

 
The school fire evacuation plan should be displayed in a prominent location and staff should review regularly 
to ensure they are aware of the requirements.  

 
Issues identified during termly evacuation drills are to be communicated to the Site Manager to allow 
potential amendments to be implemented. 
 
Rags, cotton waste, polyurethane foam and similar materials are a potential source of combustible material 
and should not be allowed to accumulate or be stored near naked flames, very hot objects or flammable 
product storage. 
 
All flammable substances must be stored in appropriate containers/ cabinets and the site manager should be 
made aware of the location to ensure the site fire plan is updated accordingly.  
 
Activities within communal areas or displays of work (including on open days) should never obstruct access 
to fire escape routes or emergency exits. Please note that displaying of art work within corridors can pose an 
additional risk in terms of impeding escape routes. Therefore, the amount of work displayed should be 
considered and where possible display boards with a fitted screen should be used.  
 
Art work must never drape across corridors  
 
All staff are required to complete mandatory fire awareness training annually. 
 
10.0 ​ Cleaning 
 
Clean working conditions are part of the general environment needed for good teaching and learning. 
Students should be taught that cleaning up, care of tools and equipment and respect for materials are an 
essential part of safe practice.  
 
As far as possible, student should be encouraged to assume responsibility for clearing their own workspace.  
 
Some materials can create problems (clay/plasters etc) and require specific cleaning methods – reference 
should be made to the relevant Model Risk Assessments provided by CLEAPSS. 
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11.0 ​ First Aid 
 
A first aid box or boxes containing suitable first aid materials should be situated in the area. Where 
deficiencies are identified this should be highlighted to the school ‘Appointed Person’ responsible for first aid 
as per the WNAT First Aid Policy. 
 
All staff should be able, if necessary, to carry out immediate remedial measures when required while waiting 
for the first aider. It is therefore highly recommended that staff complete a suitable first aid course as per the 
WNAT First Aid Policy. 
 
All incidents are to be reported using the WNAT Incident helpdesk. This will assist in determining whether 
follow up investigation is required or whether there is a need to report the incident to the HSE as per the 
Reporting of Incidents, Diseases and Dangerous Occurrence Regulations (RIDDOR).  
 
Effective investigation and reporting can assist in alleviating potential claims made against the School / Trust. 
 
Emergency services must be called for any injury where the person suffers a head injury leading to 
unconsciousness or obvious signs of disorientation. This must be done as a priority.  
 
12.0​ Storage and general housekeeping 
 
Poor organisation of storage for equipment, materials and work in progress, may create hazards. Clutter in 
circulation spaces and untidy, inaccessible or excessively full storerooms present obstacles to safe 
movement in addition to creating a potential fire risk.  
 
Storerooms should be sufficiently large enough to meet the needs of the areas they serve and take account 
of the range and type of activities. Failure to organise storage space can result in an accumulation of 
materials in working areas.  
 
Racks and storage units should be positioned for ease of access and should not reduce or obstruct 
circulation space. High level storage units should not be used for heavy equipment or materials and safe 
means of access should be provided.  
 
Students must never be exposed to any risk of falling from height and as such any requirement identified, 
such as retrieving items from high shelves etc, is to be conducted by staff only.  
 
NOTE – Furniture such as chairs and desks are not to be used for any working at height requirement 
in any case. This includes retrieval of items in storage spaces. 
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Annex A to WNAT Art & Design Compliance Code  
 
Level 2 guidance checklist for termly inspection 
 

1 Fire Precautions Yes / 
No 

Comments / Remedial Action 

 Are escape routes and fire exits clear and 
unobstructed? 

  

 Are combustible materials kept away 
from heat sources? 

  

 Are flammable substances correctly 
stored? 

  

 Are emergency exits and escape routes 
clearly marked and visible? 

  

 Do fire exit doors open easily (i.e. not stiff 
/broken, or needing a key to unlock)? 

  

 Are all fire extinguishers fully charged, 
operational an in-date annual servicing? 

  

 Are all the elements of the fire alarm 
system (including call points, alarms / 
detectors etc tested / serviced? 

  

2 First Aid Yes / 
No 

Comments / Remedial Action 

 Are first aid boxes correctly and 
adequately stocked? 

  

 Are First Aiders clearly identified? 
 

  

 Is the appointed person known?   
3 Housekeeping Yes / 

No 
Comments / Remedial Action 

 Are waste bins routinely emptied?  
 

 

 Are floors / corridors clear of rubbish, 
materials and equipment? 

  

 Are storage areas tidy and uncluttered?   
4 Hazardous substances  Yes / 

No 
Comments / Remedial Action  

 Are hazardous substances correctly 
stored? 

  

 Are hazardous substances correctly 
labelled? 

  

 Are storage areas well maintained and 
controlled? 

  

 Are MSDS held for all hazardous 
substances? 

  

 Is PPE available where required?    
5 Slips / Trips and Falls Yes / 

No 
Comments / Remedial Action 

 Are floor and stair surfaces / coverings in 
good condition (i.e. no worn/raised 
edges, no broken treads on stars)? 

  

 Are all areas free from trailing cables / 
wires? 

  

 Are steps / changes in floor levels clearly 
marked / obvious? 

  

 Are handrails in good condition? 
 

  

 Are wet floors or spillages dealt with 
appropriately? 
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 Are floors free from loose rugs and mats, 
especially on shiny / slippery floor 
surfaces? 

  

6 Electrical Safety Yes / 
No 

Comments / Remedial Action 

 Are there sufficient sockets to avoid the 
use of adapters or extension leads and 
overloading? 

  

 Have portable electrical appliances been 
tested as required? 

  

 Are plugs, sockets, cables, flexes in good 
condition? 

  

7 Lighting Yes / 
No 

Comments / Remedial Action 

 Is internal and external lighting sufficient? 
 

  

 Are lights and diffusers clean and in 
working order (no missing/broken 
bulbs/tubes)? 

  

8 Storage Yes / 
No 

Comments / Remedial Action 

 Is all stored material / equipment stored 
safely? 

  

 Is all shelving / racking secure? 
 

  

 Is appropriate equipment available for 
access to any high shelving or racking? 

  

9 Furniture / Equipment Yes / 
No 

Comments / Remedial Action 

 Is all furniture / equipment safely 
positioned and appropriate for its use? 

  

 Are ladders kept secure? 
 

  

 Are ladders in satisfactory condition and 
suitable for the tasks carried out? 

  

 Are ladders inspected formally and 
records kept? 
 

  

 Are records up-to-date for all equipment 
requiring statutory inspection (e.g. hoists, 
lifts, pressure vessels, gas appliances 
etc)? 

  

10 Workplace Safety Yes / 
No 

Comments / Remedial Action 

 Are any asbestos containing materials 
(ACM) in good condition (refer to your 
site asbestos register for details of any 
ACM’s on your site)? 

  

 Are any necessary legionella checks 
being carried out / recorded and any 
remedial actions being undertaken (as 
detailed in the Legionella Risk 
Assessment for your site)? 

  

 Is there a comfortable working 
temperature? 

  

 Are toilet facilities in good working order 
with hot and cold water available for 
handwashing? 

  

11 Incidents Yes / 
No 

Comments / Remedial Action 
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 Are all staff aware of how to report an 
incident? 
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